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TOUGH 1 1 1 1 1 1 1 1 1 1 1   1 2 1 1

HARD 2 1 2 2  1 1 1 2 1 1 1

HERCULES  3 2 2 2

CHAMFER  1 1 1 1 1 2 1 2 1 1 1 1 1 1 1 1 2

CHISEL 2 1 1 1 1

TERM* 1 1 1

STD 1 2 1 1 1 1 1 1 1 1 1 1 3 1 1 1 1 1 1 1 1

SKIP 1 1 2 2

D SKIP 2

10 1 1 1 1 1 1 2

25  1 1 1 1

30 1 1 1 1 1 1 1 1 1

90 1 1

FLAT 2 1 1 1 2 1

ROUND 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1

.010" 1 1 1 1 1 1 1

.025" 1 1 1 1 1 1 1 1

.030" 1  1 1  1 1

.047"  1    

* TERMINATOR
1 = FIRST CHOICE  2 = SECOND CHOICE  3 = THIRD CHOICE;  HERCULES = CARBIDE IMPREGNATED

TERMINATOR CHISEL CHAMFER

SEQUENCE

TOP PLATE 
ANGLE DEG

QUESTIONS? CALL TOLL FREE
800 959-6130

THIS INFORMATION HAS BEEN COMPILED USING THE BEST INFORMATION AVAILABLE AND SHOULD BE USED AS A GUIDE ONLY.

FOR ADDITIONAL TECHNICAL HELP CALL RON, JOHN OR RICK AT 1-800-959-6130 OR FAX REQUEST TO 360-573-0046

CARBIDE SAW CHAINS
GUIDE FOR SELECTING THE PROPER DESIGN FOR THE DIFFERENT APPLICATIONS

FACING

DEPTH GAUGE

MATERIAL TO CUT

CHAIN 
OPTIONS

CARBIDE 

STYLE


